A INGTALL HANDHOLE. . USE EXISTING HANDHOLE. CONNECT NEW 3 IN, PVC (SCH, 403 CONDUIT, PLLL BACK EXISTING INTERCONNECT CABLE AND RE-ROUTE
_ TO THE AUXILIARY CABINET, EAST OF DOBBIN ROAD, IN THE NEW CONDUIT, RESET FRAME AND INSTALL CONCRETE COLLAR,
B, NSTALL 3 N POLYVINYL CHLORIDE (SCH, 400 ELECTRICAL CONDUIT - TRENCHED, INOTE: COIL EXTRA CABLE IN HANDHOLES FOR FUTURE USE

e

S RSTALL 4 BN POLYVINYL CHLORIDE (SCH, 40) ELECTRICAL CONDUIT - TRENCHED, R, INSTALL 3 N POLYVINYL CHLORIDE (SCH, BO) ELECTRICAL CONDLET - BORED,

i

WITH POLE-MOUNTED AUMILIARY CABINET WiTH ALL NECESSARY EQUIPMENT. (NOTE: ONE 4 IN. 5. USE EXISTING CONDUIE,
yi BEND AND ONE 32° % 48X & THICK CONCRETE PAD) [USE FOUR 1IN, X 40 IN. ANCHOR BOLTSI
T, USE EXISTING HANDHOLE.

LELD AL PART OF TRAFFIC SIGNAL. REFER T0 INDIVIDUAL INTERSECTION PLAN.
U, STRANDED) BARE COPFER GROUND WIRE (NO. & AW.G.
FoURE HANDHOLE INBTALLED AS PART OF TRAFFID SIGNAL. REFER 10 NOVIDUAL WNTERSECTION PLAN,
V. USE EXISTING HANDHOLE, PULL BACK EXISTING INTERCONNECT CABLE AND RE-INSTALL IT TG THE NEW CONTROLLER/CABINET AT
IWNSTALL 12-PAR JELLY-FLLED TELEMETHY INTERCONMECT CABLE. AT THE MD 175/00OBBIN RCAD INTERSECTION IN THE EXISTING AND PROPOSED CONDUET, RESEY FRAME AND INSTALL CONCRETE
COLLAR, (MOTE: COIL EXTRA CABLE IN HANDHOLE FOR FUTURE,

S0 CONTROLLER/ACABINGT INGTALLED AL PART OF TRAFFIC SIONAL. REFER 7O INDVIDUAL INTERSECTION PLAN,

K. USE EXISTING HANDHOLE, CONNECT NEW 3 1N PVC (SCH, 40) CONDUIT, PULL BACK EXISTING INTERCONNECT CABLE AND RE-ROUTE
T THE AUXILIARY CABNET, WEST OF DOBBIN ROAD, i THE NEW CONDUT. RESET FRAME AND INSTALL CONCRETE COLLAR,
(NOTE: COIL EXTRA CABLE IN HANDHOLES FOR FUTURE USE)

L. RE-ROUTE DXISTING INTERCONNECT CABLE.

Tt M REMOVE EXISTING HANDHOLE,

o CAP AND ADANDON EXISTING CONDUIT,
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 ERISTING COMDUIT AND INTERCONNECT CABLE TO REMAN,

¢, EGSTING HANDHOLE 70 REMAIN

7O TAMAR DRIVE AND US 28
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NOTES:

THIS IS A REVISION TO SHEET 9 OF 20 FROM SHA CONTRACT HO-736-501-785.

96

FOR INFORMATION ON THE WMD 175 AT THE DOBBIN ROAD INTERSECTION, SEE SIGNAL PLAN SHEET
NGO, T5-1396E, LOG MILE NO, 1301750448,

ALL CONDUIT AND HANDHOLES SHALL BE INSTALLED 5 FEET FROM THE EDGE OF SHOULDER UNLESS
SHOWN OR DIRECTED OTHERWISE.
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MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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INTERCONNECT TO DOBBIN CENTER WAY, §
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SEE PLAN SHEET NO. T:5-3208Xi44




